


























. VIS POUR MENUISERIE ALUMINIUM /ALUMINIUM WINDOW SCREW
\

L
s
TFQN VIS AUTOPERCEUSE SPECIALE MENUISERIE ALUMINIUM / SELF DRILLING ALUMINIUM FRAME AND WINDOW SCREW 7
Téte fraisée - empreinte carrée - percage aluminium / Flat head - square recess - hardware to Aluminium-U 7
G
_ Inox A2/ Stainless steel A2 % Q Vi
35 | TFON35013 | 13 | 8 TFQN42019 | 19 | 12 TFQN48019 | 19 | 10
@ TFQN35016 16 | 11 2.0 2930 | 5000 | 2800 TFQN42022 22 | 15 TFQN48025 25 | 16
st
TFQN35019 | 19 | 14 (72 ——— TFON48032 | 32 | 23
TFQN39016 | 16 | 10 m) 30 | 4360 | 7000 | 4800 | | 48 | TFON48038 | 38 | 29
% Trangote [ o (13| | ||| (a2 TFONA2032 | 32 | 25 (W) | TrNas0ss | 45 | 36 | 40 | 6280 | 10000 | 7000
sy | TFONSS025 | 25 | 19 | B ¢ | 51 S02 | TFQN48050 | 50 | 41
TFQN39032 32 | 26 TFQN42050 50 | 43 TFQN48060 60 | 51
TFQN48070 70 | 61
TFQN48080 80 | 71
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Longueur ~ Capacité ~ Capacité  Cisaillement Traction  Torsion
Length ~ d’assemblage de pergage Shear Tensile Torque
Gripe range Drilling
capacity capacity




VIS POUR MENUISERIE PVC /PVC WINDOWS SCREW

PVC PLAST vis pvc PLAST /pLasTIC PVC SCREW
POUR FIXATION DE FERRURES ET GACHES / FIXING HINGES AND STRIKE PLATES
PVCPS Téte fraisée - empreinte cruciforme / Flat head - phillips recess

Ref. PVCPB Ref. PVCPS Ref. PVCPW

PVCPB42013 - PVCPW42013 13 . .
Versions / Availabilities
PVCPW ikl || SR P ] AL Pl 16 + Acier zingué, téte fraisée, empreinte cruciforme PVCPB L
PVCPB42020 | PVCPS42020 | PVCPWA42020 20 avec un traitement tenue brouillard salin 200 heures. (PVCPB) m' ﬁCIgr Zlgg_ue tated
PUCPBA2022 | PVCPS42022 | PVCPWA42022 22 Hardened zinc plated, lat head, phillps recess. Produced with araened zinc prate
42 v )
D PVCPBA2025 | PVCPS42025 | PVCPWA42025 2 a 200 resistant coating. (PVCPB) PVCPS Inox A2
PVCPB42030 | PVCPS42030 | PVCPWA42030 30 * Disponible en inox A2, téte fraisée, empreinte cruciforme. (PVCPS) Stainless steel A2
PH2 Available in INOX A2, flat head, phillips recess.(PVCPS)
PVCPB PVCPBA2035 | PVCPS42035 | PVCPWA42035 ¥ + Disponible en acier zingué, téte laquée blanc RAL9016, PVCPW Acier zinaué téte laquée blanc
PVCPB42040 : PVCPWA42040 40 empreinte cruciforme. (PVCPW) M e pain?ed e zing ted
PVCPB42045 o PVCPW42045 45 Available in hardened zinc plated, white painted head RAL9016,
PVCPB42055 ; PVCPWA42055 55 philips recess.(PVCPW)

PVC FORE Vs AUTOPERCEUSE / SELF DRILLING SCREW
POUR FIXATION DE RENFORTS / HARDWARE TO REINFORCED PVC-U

! Téte fraisée - empreinte cruciforme - crantage sous téte / Flat head - phillips recess - with ribs

PVCFB o

@ Ref. PVCFB Ref. PVCFW L ==

mm mm mm
PVCFB39013 | PVCFW38013 13 Versions / Availahilities PVCFB

» PVCFB39016 | PVCFW39016 16 + Disponible en acier téte fraisée a empreinte cruciforme. (PVCFB) » Acier zingué

PVCEW . @ PVCFB39019 PVCFW39019 19 50 Available in hardened zinc plated, flat head, phillips recess.(PVCFB) C1022 Hardened zinc plated
g PVCFB39025 PVCFW39025 o5 ' * Disponible en acier téte fraisée laquée blanc RAL9016 PVCFW . . . .

PH2 a empreinte cruciforme. (PVCFW) % Acier zingué téte laquée blanc 2
A B || TR, e 2 Available in steel, white painted flat head RAL9016, phillips recess.(PVCFW) White painted head zinc plated <
PVCFB39038 PVCFW39038 38 2

L ==

Longueur  Capacité
Length de pergage
Drilling
capacity




VIS POUR MENUISERIE PVC /PVC WINDOWS SCREW

POUR ASSEMBLAGE DE PROFILES / REINFORCED FRAMES

o {b PVC RENOV vis bE MONTAGE / MECHANICAL JOINT

\
i Téte fraisée - empreinte cruciforme / Flat head - phillips recess
\
|

P> Acier zingué / C1022 Hardened zinc plated

g
mm mm

PVCJ5035 35
VENDUES AVEC CAPUCHONS*
50 PVCJ5045 45 ( PVCJCAP)
@ PVCJ5055 55 SOLD WITH CAPS (PVCJCAP)
PHD PVCJ5065 65
PVCJ5080 80
PVCJ5095 95

*Les capuchons peuvent étre vendus séparément.
The caps can be sold separately.

PVC METRIC vis AUTOPERCEUSE AVEC FILET METRIQUE / SELF DRILLING SCREW WITH METRIC THREAD

POUR FIXATION DE RENFORTS / FIXING REINFORCEMENTS

Téte fraisée - empreinte cruciforme / Flat head - phillips recess ;/

M B ] L == (2

mm mm
FVCMBA40U13 : 13 Versions / Availabilities
PVCMB40016 | PVCMWA40016 16 * Disponible en acier zingué téte fraisée a empreinte cruciforme. (PVCMB) PVCMB
4 PVCMB40019 | PVCMWA40019 19 Available in hardened zinc plated, flat head, phillips recess. (PVCMB) m Acier zingué
PVCMW - . @ PVCMBA0025 | PVCMWA0025 25 3.0 + Disponible en acier téte fraisée laquée blanc RAL9016 a empreinte C1022 Hardened zinc plated
e vcwsaonaz | pycMwanoaz 32 cructforme. (PYCHW) PVCMW
Available in steel, white painted flat head RAL9016, phillips recess.(PVCMW) W Acier zingué téte laquée blanc
PVCMB40033 - 38 White painted head zinc plated

L ==

Longueur  Capacité
Length de pergage
Drilling
capacity




VIS POUR MENUISERIE PVC /PVC WINDOWS SCREW

PVCC vis FIXATION DE PARE-CLOSES / FRAME TO FRAME

41 4mm

FIXATION DES COULISSES DE VOLETS ROULANTS OU REJETS D'EAU / FIXING GUIDES OR WATER DRAINAGE SYSTEMS FOR ROLLER SHUTTERS

i Téte cylindrique - empreinte cruciforme - pointe filetée / Panhead - phillips recess - threaded piercing point

| @
' @ Ref L d h Type Profil / Profile
- mm mm mm mm

PVCC68 15.8 9.3 5.8 VEKA
1 TYPE 1: PVCC68 / PVCC74
4.0 PVCC74 15.8 10.4 5.8 DECEUNINCK, PROFEX, REHAU, KBE
@ | pvccro 14.2 90 42 HOKU W Acier zingué
PH2 | Ppvcess 15.8 12.0 58 2 LUCOBAY, HULS-TROCAL, REHAU, DECEUNINCK C1022 Hardened zinc plated
JLb 175 1.0 75 KOMMERLING TYPE 2 : PVCC70 / PVCC84 / PVCC86
Caractéristiques / Features - — W Acier zingué
+ Protection anti-corrosion (zinguée bichromatée) Versions / Availabilities C1022 Hardened zinc plated
Anti-corrosion protection (bichromated zinc plated) * Disponible avec gorge (PVCC68 / PVCC74)
+ Pointe filetée.La vis pénétre facilement dans le PVC grace Available with throat (PYCC68/PVCCT74)
au filetage progessif. * Disponible sans gorge (PVCC70 / PVCC84 / PVCC86)
Threaded piercing point. The screw perforates the PVC thank to its Available without throat (PVCC70/ PVCC84 / PVCC86)

progressive thread.
* Forme de téte adaptée au profil.

Head shape is adapted to the profil.
* Pointe autoperceuse.

Self drilling point.
* Filetage ajusté.

Appropriate thread.

* Gorge garantissant un appui parfait et propre.
The throat ensures a perfect and clean support.

)
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]
w

L d h
1 Diamé Long
Length Diameter  téte de vis
Screw head
length




MAGNETIC BIT HOLDER

PORTE-EMBOUT MAGNETIQUE

Ref L SUPPORT / SUPPORT
mm mm

| P60 |

60

6.4

PHILLIPS-INSERT BIT

EMBOUT POUR VIS EMPREINTE CRUCIFORME PHILLIPS

Ref L EMBOUT / BIT HOLDER POUR VIS DE / FOR SCREW
mm mm
PH1025 2
@ pHi 29
PH1050 50
PH2025 25
PH2050 50
PH2070 70 @ phe 35-4.8
PH2090 %
PH2150 | 150
PH3025 2
@ phs 55-6.3
PH3050 50

EMBOUT MAGNETIQUE POUR VIS TH

MAGNETIC NUT SERTTER

Ref SURPLAT / WIDTH ACROSS FLATS L

POUR VIS DE/ FOR SCREW

mm mm mm
MD055 5.5 3.5-3.9
MD070 7.0 4.2
MD080 8.0 50 4.8-5.5
MD100 10.0 6.3
MD130 13.0 8.0

PZ

EMBOUT POUR VIS EMPREINTE POZIDRIV

POZIDRIVE-INSERT BIT

Ref L EMBOUT / BIT HOLDER POUR VIS DE / FOR SCREW
mm mm
PZ1025 25
Gp Pt 25-3.0
PZ1050 50
PZ2025 25
PZ2050 50
PZ2070 70 P 2 35-5.0
PZ2090 90
PZ2150 150
PZ3025 25
G pzs 6.0
PZ3050 50

L

Longueur
Length




EMBOUT POUR VIS EMPREINTE TORX
TORX-INSERT BIT

EMBOUT POUR VIS EMPREINTE CARREE
SQUARE-INSERT BIT

Ref L EMBOUT / BIT HOLDER POUR VIS DE / FOR SCREW Ref L EMBOUT / BIT HOLDER

mm mm mm

501025 2 TX1025 25 (®)T10

51050 50 @ sar 3 TX1525 25 (®)T15

502025 25 TX2025 25

502050 50 TX2050 50 ®m

502075 75 (m) sa2 3.9-4.8 TX2525 25 (®)T25

502150 150 TX3025 25

SQ2200 | 200 TX3050 50 OLY

503025 2 TX4025 25 (%) 740

503050 50 (m) 503 55 TX55 55 (%)T55

503075 75

EMBOUT POUR VIS EMPREINTE UNIVERSELLE
TOOSPEED-INSERT BIT

Ref L EMBOUT / BIT HOLDER POUR VIS DE / FOR SCREW
mm mm
151025 2
&) 151 3.0
151050 50
152025 25
&) 152 35-5.0
152050 50
183050 50 &) 753 6.0

S
)
w

L

Longueur
Length




COFFRET /ASSORTMENT KIT

Téte cylindrique - empreinte cruciforme / Pan head - phillips recess

Acier zingué / C1022 Hardened zinc plated
Détails / Contains

+250 TCC @3.5x13
+200 TCC @3.5x16
+150 TCC @3.5x19

+350 TCC @3.9x13
+300 TCC @3.9x16
+250 TCC @3.9x19

+200 TCC @4.2x19
+170 TCC @4.2x25
+ 130 TCC @4.2x32

+100 TCC @4.2x38
+200 TCC @4.8x16
*150 TCC @4.8x19

+150 TCC @4.8x22
+ 140 TCC @4.8x25
+100 TCC @4.8x32

Téte fraisée - empreinte cruciforme / Flat head - phillips recess

h Acier zingué / C1022 Hardened zinc plated

Détails / Contains

* 250 TFC @3.5x13
+200 TFC @3.5x16
+ 150 TFC @3.5x19

* 350 TFC @3.9x13
+ 300 TFC @3.9x16
+ 250 TFC @3.9x19

+200 TFC @4.2x19
+ 170 TFC @4.2x25
+ 130 TFC @4.2x32

+ 100 TFC @4.2x38
+200 TFC @4.8x16
+ 150 TFC @4.8x19

* 140 TFC @4.8x22
* 140 TFC @4.8x25
+100 TFC @4.8x32

Téte hexagonale avec collerette crantée / Hex washer head with ribs

Bmns Acier zingué | C1022 Hardened zinc plated
Détails / Contains

*250 THT @4.2X13 150 THT @4.8X16
+200 THT @4.2X16  * 125 THT @4.8X19
150 THT @4.2X19 100 THT @4.8X25

* 75 THT @4.8X32
+ 100 THT @5.5X19
+ 100 THT @5.5X25

* 50 THT 26.3X25
+ 50 THT @6.3X32
+ 50 THT @6.3X38

* 25 THT @6.3X50
+ 100 RONDELLES @14 / EPDM / Steel Washer
+ 80 RONDELLES @16 / EPDM / Steel Washer

L G

Longueur ~ Capacité
Length ~ d’assemblage
Gripe range
capacity



COFFRET /ASSORTMENT KIT

Téte cylindrique - empreinte carrée / Pan head - square recess

» Acier zingué | C1022 Hardened zinc plated
N Détails / Contains

+250 vis TCQ @3.5x13 350 vis TCQ @4.2x13  + 170 vis TCQ @4.2x25 200 vis TCQ @4.8x13 140 vis TCQ @4.8x25
200 vis TCQ @3.5x16 300 vis TCQ @4.2x16  + 130 vis TCQ @4.2x32 +200 vis TCQ @4.8x16 100 vis TCQ @4.8x32
+150 vis TCQ @3.5x19 200 vis TCQ @4.2x19  + 100 vis TCQ @4.2x38 * 150 vis TCQ @4.8x19 + 75 vis TCQ @4.8x38

Téte fraisée - empreinte universelle / Flat head - Universal recess

Prosssssmsmmunse Acier zingué | C1022 Hardened zinc plated

Détails / Contains

* Assortiment de 1750 vis @ 3.0-3.5-4.0-4.5-5.0 - 6.0 / longueur 16 a 100mm.
*1750 screws @3.0-3.5-4.0-4.5-5.0-6.0/ 16 to 100 mm length.

L G

Longueur ~ Capacité
Length ~ d’assemblage
Gripe range
capacity






