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Mikalor Technology

Our technological capacity means that we can offer our clients optimum fastening 
solutions tailored to their particular needs.

One of the main factors which makes Mikalor stand out from the rest is the role of 
I+D+i. Our I+D department is the motor of the Mikalor Group, constantly pushing 
the boundaries of the range of solutions we can provide to our clients.

Development projects are coordinated from the beginning to the end of the life cycle 
of a product as solutions are trialed and tested during all phases of product design, 
development, CAE, prototypes and tooling manufacture.

We work hand in hand with the engineering departments of our clients in the search 
for the appropriate fastening solution for each particular case.

The majority of the products designed and manufactured by Mikalor are patented 
worldwide.

Mikalor, S.A.

Mikalor has been present on the international fasteners market since 1943 with a 
wide range of top-quality products which provide fastening solutions adapted to 
the needs of modern industry. The Mikalor Group is made up of 6 companies, 
including Mikalor S.A.

Damesa is responsible for all the distribution and commercialization of the products 
manufactured by the different companies which form the Mikalor Group.

The main manufacturing unit, where our range of hose clips and clamps is 
manufactured, is situated in Sabadell, a city about 25 km from Barcelona. Our state 
of the art manufacturing processes, certified to ISO 9001 and ISO 14001, guarantee 
the best range of hose clips and clamps in the world.

Our use of high-tech manufacturing processes has given Mikalor an important 
presence in international automotive, white-goods and general industrial sectors.

Mikalor Products

Our aim is to fulfill the highest expectations of industrial clients offering the widest 
possible range of solutions, working at all times to maintain and improve our 
competitive position in the market. Environmental concerns are forefront in our 
minds at all stages of the manufacturing process.

Mikalor is the only company in the world at this time to have launched a range of 
100% Titanium worm-drive hose clips, designed to meet the needs of the most 
demanding of industrial applications.

Our R&D department has also pioneered products such as the famous SUPER 
heavy-duty hose clamp, the benchmark by which all other heavy-duty clamps are 
judged.
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Our Committment

We are committed to the promotion of a corporate culture whose aim is the total 
satisfaction of our clients’ expectations. In order to fulfill this commitment, Mikalor 
invests continuously in technology and human resources in order to ensure the 
quality of our products and processes.

All the different processes involved in the manufacture of Mikalor products are 
carried out by companies which are members of the Group. Rather than outsourcing 
manufacturing processes, we prefer to have full control of the entire process from 
the design of the product right up to the moment it is delivered to our client.

This commitment means that we can guarantee top quality products which have 
been manufactured in optimum conditions.

The future for Mikalor

Here at Mikalor we are working towards the future, in solid partnership with our 
clients, and with total respect for current environmental legislation.

Mikalor and the rest of the companies in the group are already working and will 
continue to work tirelessly to rise to the challenges which lie ahead.

This dedication to the pursuit of excellence, which has been a constant aspect of 
our activities since Mikalor was founded in 1943, has led to the supreme quality 
of our product range and the unparalleled worldwide reputation of the Mikalor 
brand.

Material Specification Chart according 
to international norms

DIN

(Germany)

1.0213

1.0935

1.0213

1.4016

1.4016

1.4016

1.4031

1.4031

1.4571

(1.4401)

AISI

(United States)

430

430

430

304

304

316

316

EN

(EU)

X6Cr17

X6Cr17

X5CrNi1810

X5CrNi1810

X6CrNiMoTi17122

(X5CrNiMo17122)

AFNOR

(France)

Z8C 17 

430 S 17

Z7CN 18-09

304 S 16 

304 S 31

Z6CNDT 17-12

320 S 31

(Z7 CDN 17-12-02)

UNI

(Italy)

X8Cr 17

X8Cr 17

X5 CrNi1810

X5 CrNi1810

X6 CrNiMo Ti17 12

(X5 CrNiMo 17 12)

W1

W2

W3

W4

W5

Qst 36-3 Steel white zinc-plated Cr3

Zinc-plated steel Cr3
Qst 36-3 Steel white zinc-plated Cr3

X6Cr17

SCREW 

BAND AND HOUSING

SCREW

BAND AND HOUSING

SCREW

BAND AND HOUSING

SCREW

BAND AND HOUSING

SCREW

BAND AND HOUSING
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Ø A
C

E

B

D

W1

Zinc-plated mild steel

One-ear clip

Reference
W1 

03012080
03012072
03012013
03012021
03012030
03012048
03012056
03012064

Box
Quantity 

1000
1000
1000
500
500
500
500
500

Packing

8000
8000
8000
8000
8000
4000
4000
4000

Colour

WHITE
WHITE
WHITE
WHITE
WHITE
WHITE
WHITE
WHITE

Information

The use of One-ear clips is an 
economical solution for many 
simple hose assemblies, as they 
can be used with air or other 
fluids. The practical design of 
ear clips means that they are 
tamper-proof once mounted. 
The edges are rounded to avoid 
damage to the hose.
One-ear clips are easy, fast and 
safe to mount.

One Ear Clip - A10R W1

Ø Application
max.

9
10
11
12
13
14
16
18

min.

7
8
9

10
11
12
14
16

A 

9,3
10,3
11,3
12,3
13,3
14,3
16,3
18,5

B 

5,5
6,0
6,5
7,0
7,5
8,0
8,5
9,5

C 

6,0
6,0
6,5
6,5
6,5
7,0
7,0
7,0

D 

13,0
14,0
15,0
16,0
17,0
18,5
20,5
23,0

E 

0,8
0,8
0,8
0,8
0,9
1,0
1,1
1,2

* Please see pages 68 and 69 for further information regarding application tools.

      Materials

Band:
St 34 steel (DIN 2393 C)

Finish:
Silver-white Cr3 Zinc-Plated
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W1

Ø A
C

E

B

D

Zinc-plated mild steel

Two-ear clip

Reference
W1 

03012101
03012110
03012128
03012099
03012136
03012144
03012152
03012160
03012179
03012187
03012195
03012208
03012216
03012224
03012232
03012240
03012259
03012267
03012275
03012283

Box
 Quantity

2000
1000
1000
1000
500
500
500
500
250
250
250
200
200
200
100
100
100
100
75
75

Packing

16000
16000
8000
8000
8000
4000
4000
500

2000
2000
2000
1600
1600
200
800
800
800
100
600
75

Colour

WHITE
WHITE
WHITE
WHITE
WHITE
WHITE
WHITE
WHITE
WHITE
WHITE
WHITE
WHITE
WHITE
WHITE
WHITE
WHITE
WHITE
WHITE
WHITE
WHITE

Information

The use of Two-ear clips is an 
economical solution for many 
simple hose assemblies, used 
with air or other fluids. The two 
ears give the clip extra grip and 
help to maintain constant 
pressure around the hose. Fitting 
is more flexible and exact. The 
practical design of Two-ear clips 
means that they clamp firmly on 
to the assembly and are tamper-
proof once mounted. The edges 
are rounded to avoid damage to 
the hose
Two-ear clips offer great versatility 
in simple hose assemblies.

Two-ear Clip - A20R W1

Ø Application
max.

7
9

11
12
13
15
17
18
20
21
23
25
27
28
31
34
37
40
43
46

min.

5
7
9

10
11
13
14
15
17
18
20
22
23
25
28
31
34
37
40
43

A 

7,3
9,3

11,3
12,3
13,3
15,3
17,5
18,5
20,5
21,5
23,5
25,5
27,5
28,5
31,5
34,5
37,5
40,5
43,5
46,5

B 

4,3
4,8
5,3
5,5
5,8
6,3
6,6
7,0
7,6
7,9
8,5
9,1
9,4

10,0
10,6
11,0
11,5
12,0
12,5
13,0

C 

6,0
6,0
6,5
6,5
6,5
7,0
7,0
7,5
7,5
8,0
8,0
8,5
8,5
9,0
9,0
9,5
9,5

10,0
10,0
10,5

D 

11,0
13,5
17,0
18,0
19,0
21,5
24,0
25,0
27,0
28,0
31,0
33,0
35,0
36,0
39,0
42,0
46,0
49,0
53,0
56,0

E 

0,6
0,8
0,8
0,9
0,9
1,0
1,2
1,2
1,2
1,2
1,3
1,4
1,4
1,4
1,4
1,4
1,6
1,6
1,6
1,6

* Please see pages 68 and 69 for further information regarding application tools.

      Materials

Band:
St 34 steel (DIN 2393 C)

Finish:
Silver-white Cr3 Zinc-Plated
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Ø A
C

E

B

D

W4

AISI-304 Stainless steel (A2)

 Stainless-steel 
One-ear clip

Reference
W4 

23012440
23012087
23012010
23012028
23012036
23012044
23012079
23012052
23012458
23012060
23012423
23012431

Box
Quantity

1000
1000
1000
1000
500
500
500
500
500
500
250
250

Packing

16000
16000
8000
8000
8000
8000
4000
4000
4000
4000
2000
2000

Colour

INOX
INOX
INOX
INOX
INOX
INOX
INOX
INOX
INOX
INOX
INOX
INOX

Information

The use of One-ear clips is an 
economical solution for many 
simple hose assemblies, used with 
air or other fluids. Due to the AISI-
304 steel used in the manufacture 
of these clips, their corrosion 
resistance is outstanding.
They are recommended especially 
in outdoor applications. Like all 
ear clips, once mounted they are 
tamper-proof.

One-ear Clip - A10R INOX W4

Ø Application
max.

9
10
11
12
13
14
15
16
17
18
19
20

min.

7
8
9

10
11
12
13
14
15
16
17
18

A 

9,3
10,3
11,3
12,3
13,3
14,3
15,3
16,3
17,5
18,5
19,5
20,5

B 

5,5
6,0
6,5
7,0
7,5
8,0
8,0
8,5
9,0
9,0
9,5

10,0

C 

6,0
6,0
6,5
6,5
6,5
7,0
7,0
7,0
7,0
7,0
7,5
7,5

D 

13,0
14,0
15,0
16,0
17,0
18,5
19,5
20,5
22,0
23,0
24,0
25,0

E 

0,8
0,8
0,8
0,8
0,8
1,0
1,0
1,0
1,0
1,0
1,0
1,0

* Please see pages 68 and 69 for further information regarding application tools.

      Materials

Band:
AISI-304 
Stainless steel (A2)

Finish:
100% Stainless steel
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W4

Ø A
C

E

B

D

AISI-304 Stainless steel (A2)

 Stainless-steel 
Two-ear clip

Reference
 W4

23012108
23012116
23012124
23012132
23012140
23012159
23012167
23012175
23012183
23012191
23012204

Box
Quantity

2000
1000
1000
500
500
500
500
250
250
250
200

Packing

16000
16000
8000
8000
4000
4000
4000
2000
2000
2000
1600

Colour

INOX
INOX
INOX
INOX
INOX
INOX
INOX
INOX
INOX
INOX
INOX

Information

The use of Two-ear clips is an 
economical solution for many simple 
hose assemblies, used with air or 
other fluids. The two ears give the 
clip extra grip and help to maintain 
constant pressure around the hose. 
Fitting is more flexible and exact. 
The practical design of Two-ear clips 
means that they clamp firmly on to 
the assembly and cannot be 
removed once mounted. The edges 
are rounded to avoid damage to the 
hose
Due to the AISI-304 steel used in 
the manufacture of these clips, their 
corrosion resistance is outstanding.
They are recommended especially 
in outdoor applications.

Two-ear Clip - A20R INOX W4

Ø Application
max.

7
9

11
13
15
17
18
20
21
23
25

min.

5
7
9

11
13
14
15
17
18
20
22

B 

4,3
4,8
5,3
5,8
6,3
6,6
7,0
7,6
7,9
8,5
9,1

A 

7,3
9,3

11,3
13,3
15,3
17,5
18,5
20,5
21,5
23,5
25,5

C 

6,0
6,0
6,5
6,5
7,0
7,0
7,5
7,5
8,0
8,0
8,5

D 

11,5
14,5
16,5
19,0
21,5
24,0
25,0
27,0
28,5
30,5
33,5

E 

0,6
0,8
0,8
0,8
1,0
1,0
1,0
1,0
1,0
1,0
1,2

* Please see pages 68 and 69 for further information regarding application tools.

      Materials

Band:
AISI-304 
Stainless steel (A2)

Finish:
100% Stainless steel
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Ø A
C

E

B

D

F
G

W1
With Stainless steel Inner-Ring

One-ear clip

Reference
W1 

03011009
03011010
03011029
03011037
03011045
03011053
03011061
03011070

Box 
Quantity 

1000
1000
1000
500
500
500
500
500

Packing

8000
8000
8000
8000
8000
4000
4000
4000

Colour

WHITE
WHITE
WHITE
WHITE
WHITE
WHITE
WHITE
WHITE

Information

The use of One-ear clips is an 
economical solution for many 
simple hose assemblies, as they 
can be used with air or other 
fluids. The inner-ring means that 
the clamp fits snugly around the 
hose, while the beveled edges 
protect the hose from being 
pinched during fitting.
 The use of One ear clips with 
Inner-ring is recommended when 
working with delicate hoses.

One Ear Clip - A10RB W1

Ø Application
max.

8,5
9,5

10,5
11,5
12,5
13,3
15,3
17,3

min.

7,5
8,0
9,0

10,0
10,5
11,5
13,0
15,0

B 

5,5
6,0
6,5
7,0
7,5
8,0
8,5
9,5

A 

9,3
10,3
11,3
12,3
13,3
14,3
16,3
18,5

C 

6,0
6,0
6,5
6,5
6,5
7,0
7,0
7,0

D 

13,0
14,0
15,0
16,0
17,0
18,5
20,5
23,0

E 

0,8
0,8
0,8
0,8
0,9
1,0
1,1
1,2

F 

8,5
9,5

10,5
11,5
12,5
13,3
15,3
17,3

G 

7,8
7,8
7,8
7,8
7,8
8,8
8,8
8,8

* Please see pages 68 and 69 for further information regarding application tools.

      Materials

Band:
St 34 steel (DIN 2393 C)

Finish:
Silver-white Cr3 Zinc-Plated

Inner-ring:
AISI-301 Stainless steel
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Ø A
C

E

B

D

G
F

W4

With Stainless steel Inner-Ring

 Stainless steel 
One-ear clip

Reference
W4 

23012300
23012319
23012327
23012335
23012343
23012351
23012360
23012378
23012386
23012394
23012407
23012415

Box
Quantity 

2000
1000
1000
1000
500
500
500
500
250
250
250
200

Packing

16000
8000
8000
8000
8000
4000
4000
4000
4000
4000
2000
2000

Colour

INOX
INOX
INOX
INOX
INOX
INOX
INOX
INOX
INOX
INOX
INOX
INOX

Information

The use of One-ear clips is an 
economical solution for many 
simple hose assemblies, as they 
can be used with air or other fluids. 
The inner-ring means that the 
clamp fits snugly around the hose, 
while the beveled edges protect 
the hose from being pinched 
during fitting.
Due to the AISI-304 steel used in 
the manufacture of these clips, 
their corrosion resistance is 
outstanding. These clips are 
especial ly recommended in 
outdoor and marine applications.

One Ear Clip -  A10RI W4

Ø Application
max.

8,5
9,5

10,5
11,5
12,5
13,5
14,5
15,3
16,3
17,3
18,3
19,3

min.

7,5
8,2
9,0

10,0
10,5
11,5
12,5
13,0
14,0
15,0
16,0
17,0

B 

5,5
6,0
6,5
7,0
7,5
8,0
8,0
8,5
9,0
9,5
9,5

10,0

A 

9,3
10,3
11,3
12,3
13,3
14,3
15,3
16,3
17,5
18,5
19,5
20,5

C 

6,0
6,0
6,5
6,5
6,5
7,0
7,0
7,0
7,0
7,0
7,5
7,5

D 

13,0
14,0
15,0
16,0
17,0
18,5
19,5
20,5
22,0
23,0
24,0
25,0

E 

0,8
0,8
0,8
0,8
0,8
1,0
1,0
1,0
1,0
1,0
1,0
1,0

F 

8,5
9,5

10,5
11,5
12,5
13,5
14,5
15,3
16,3
17,3
18,3
19,3

G 

7,8
7,8
7,8
7,8
7,8
7,8
8,8
8,8
8,8
8,8
9,8
9,8

* Please see pages 68 and 69 for further information regarding application tools.

      Materials

Band:
AISI-304 
Stainless steel (A2)

Finish:
100% Stainless steel

Inner-ring:
AISI-301 
Stainless steel
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W1
DIN: 3016

  Rubber-lined P-Clip

Article 

AGD 5/12
AGD 6/12
AGD 8/12

AGD 10/12
AGD 12/12
AGD 13/12
AGD 14/12
AGD 15/12
AGD 16/12
AGD 17/12
AGD 18/12
AGD 19/12
AGD 20/12
AGD 21/12
AGD 22/12
AGD 23/12
AGD 24/12
AGD 25/12
AGD 26/12
AGD 27/12
AGD 28/12
AGD 6/15
AGD 8/15

AGD 10/15
AGD 12/15
AGD 13/15
AGD 14/15
AGD 15/15
AGD 16/15
AGD 17/15
AGD 18/15
AGD 19/15
AGD 20/15
AGD 21/15
AGD 22/15

Reference
AGD

03003856
03003864
03003880
03003901
03003928
03003936
03003944
03003952
03003960
03003979
03003987
03003995
03004007
03004015
03004023
03004031
03004040
03004058
03004066
03004074
03004082
03004664
03004680
03004701
03004728
03004736
03004744
03004752
03004760
03004779
03004787
03004795
03004808
03004816
03004824

Band-
width

a 

12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
15
15
15
15
15
15
15
15
15
15
15
15
15
15

Diameter
Application

5
6
8

10
12
13
14
15
16
17
18
19
20
21
22
23
24
25
26
27
28
6
8

10
12
13
14
15
16
17
18
19
20
21
22

d 

5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
6,4
6,4
6,4
6,4
6,4
6,4
6,4
6,4
6,4
6,4
6,4
6,4
6,4
6,4

Box
Quantity

200
200
200
200
200
200
200
200
200
200
200
200
200
100
100
100
100
100
100
100
100
200
200
200
200
200
200
200
200
200
200
200
200
100
100

Information

T h e s e  r u b b e r- l i n e d  
connecting clamps, known 
in the market as «P-Clips» 
are composed of a zinc-
plated mild steel band lined 
with EPDM rubber. This 
rubber lining allows for firm 
and safe clamping in the 
appl icat ion zone and 
prevents potential damage 
due to vibration. The screw 
holes at either end of the 
band are reinforced with 
steel plates to ensure they 
clamp down firmly. P-Clips 
a r e  p a r t i c u l a r l y  
r e c o m m e n d e d  f o r  
mounting pipes, electric 
cable ducting and hoses 
in a multitude of different 
applications.

Rubber lined P-Clip W1

Packing

200
200
200
200
200
200
200
200
200
200
200
200
200
100
100
100
100
100
100
100
100
200
200
200
200
200
200
200
200
200
200
200
200
100
100

Metric
screw 

M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.6
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d

W1

d

a

Article 

AGD 23/15
AGD 25/15
AGD 26/15
AGD 28/15
AGD 30/15
AGD 32/15
AGD 34/15
AGD 35/15
AGD 37/15
AGD 38/15
AGD 40/15
AGD 11/20
AGD 12/20
AGD 13/20
AGD 14/20
AGD 15/20
AGD 16/20
AGD 18/20
AGD 19/20
AGD 20/20
AGD 21/20
AGD 22/20
AGD 23/20
AGD 24/20
AGD 25/20
AGD 27/20
AGD 28/20
AGD 30/20
AGD 32/20
AGD 34/20
AGD 35/20
AGD 36/20
AGD 38/20
AGD 40/20

Reference 
AGD

03004832
03004859
03004867
03004883
03004904
03004920
03004947
03004955
03004971
03004980
03005000
03005510
03005528
03005536
03005544
03005552
03005560
03005579
03005587
03005595
03005608
03005616
03005624
03005632
03005640
03005667
03005675
03005691
03005712
03005739
03005747
03005755
03005771
03005798

Band-
width

a 

15
15
15
15
15
15
15
15
15
15
15
20
20
20
20
20
20
20
20
20
20
20
20
20
20
20
20
20
20
20
20
20
20
20

Diameter
Application

23
25
26
28
30
32
34
35
37
38
40
11
12
13
14
15
16
18
19
20
21
22
23
24
25
27
28
30
32
34
35
36
38
40

d 

6,4
6,4
6,4
6,4
6,4
6,4
6,4
6,4
6,4
6,4
6,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4

Box
Quantity

100
100
100
100
100
100
100
100
100
100
100
100
100
100
100
100
100
100
100
100
50
50
50
50
50
50
50
50
50
50
50
50
50
50

Rubber lined P-Clip W1

Packings 

100
100
100
100
100
100
100
100
100
100
100
100
100
100
100
100
100
100
100
100
50
50
50
50
50
50
50
50
50
50
50
50
50
50

Metric
screw 

M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8

* P-Clips can be supplied in bandwidths of up to 25mm and in diameters up to 100 mm.
* Other models of DIN 3016 P-Clips are also available on request. (Forms B, C, E and F and also without rubber lining.

      Materials

Band:
Mild steel reinforced 
at both ends

Finish:
Galvanized and lined 
with EPDM rubber
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W4
DIN: 3016

Rubber-lined P-Clip

Article

AGID 5/12
AGID 6/12
AGID 8/12

AGID 10/12
AGID 12/12
AGID 13/12
AGID 14/12
AGID 15/12
AGID 16/12
AGID 17/12
AGID 18/12
AGID 19/12
AGID 20/12
AGID 21/12
AGID 22/12
AGID 23/12
AGID 24/12
AGID 25/12
AGID 26/12
AGID 27/12
AGID 28/12
AGID 6/15
AGID 8/15

AGID 10/15
AGID 12/15
AGID 13/15
AGID 14/15
AGID 15/15
AGID 16/15
AGID 17/15
AGID 18/15
AGID 19/15
AGID 20/15
AGID 21/15
AGID 22/15

Reference
AGD

43003859
43003867 
43003883
43003904
43003920
43003939
43003947
43003955
43003963
43003971
43003980
43003998
43004000
43004018
43004026
43004034
43004042
43004050
43004069
43004077
43004085
43004667
43004683
43004704
43004720
43004739
43004747
43004755
43004763
43004771
43004780
43004798
43004800
43004819
43004827

Band-
width

a 

12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
15
15
15
15
15
15
15
15
15
15
15
15
15
15

Diameter
Application

5
6
8

10
12
13
14
15
16
17
18
19
20
21
22
23
24
25
26
27
28
6
8

10
12
13
14
15
16
17
18
19
20
21
22

d 

5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
6,4
6,4
6,4
6,4
6,4
6,4
6,4
6,4
6,4
6,4
6,4
6,4
6,4
6,4

Box
Quantity

200
200
200
200
200
200
200
200
200
200
200
200
200
100
100
100
100
100
100
100
100
200
200
200
200
200
200
200
200
200
200
200
200
100
100

Information

T h e s e  r u b b e r- l i n e d  
connect ing  c lamps,  
known in the market as 
«P-Clips» are composed 
of an AISI 304 stainless 
steel band lined with 
EPDM rubber. This rubber 
lining allows for firm and 
safe clamping in the 
application zone and 
p r e v e n t s  p o t e n t i a l  
damage due to vibration. 
The screw holes at either 
end of the band are 
reinforced with steel plates 
to ensure they clamp 
down tight. P-Clips are 
particularly recommended 
for  mount ing p ipes,  
electric cable ducting and 
hoses in automotive and 
marine applications and 
in industrial machinery.
The fact that this P-Clip is 
manufactured entirely in 
AISI-304 material makes it 
i d e a l  f o r  m a r i n e  
applications.

Packing 

200
200
200
200
200
200
200
200
200
200
200
200
200
100
100
100
100
100
100
100
100
200
200
200
200
200
200
200
200
200
200
200
200
100
100

Metric
screw 

M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.6

Rubber lined P-Clip W4
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d

W1

d

a

Article 

AGID 23/15
AGID 25/15
AGID 26/15
AGID 28/15
AGID 30/15
AGID 32/15
AGID 34/15
AGID 35/15
AGID 36/15
AGID 37/15
AGID 38/15
AGID 40/15
AGID 11/20
AGID 12/20
AGID 13/20
AGID 14/20
AGID 15/20
AGID 16/20
AGID 18/20
AGID 19/20
AGID 20/20
AGID 21/20
AGID 22/20
AGID 23/20
AGID 24/20
AGID 25/20
AGID 27/20
AGID 28/20
AGID 29/20
AGID 30/20
AGID 32/20
AGID 34/20
AGID 35/20
AGID 36/20
AGID 38/20
AGID 40/20

Reference
AGD

43004835
43004851
43004860
43004886
43004907
43004923
43004940
43004958
43004966
43004974
43004982
43005002
43005512
43005520
43005539
43005547
43005555
43005563
43005571
43005580
43005598
43005600
43005619
43005627
43005635
43005643
43005661
43005670
43005688
43005696
43005715
43005731
43005740
43005758
43005774
43005790

Band-
width

a 

15
15
15
15
15
15
15
15
15
15
15
20
20
20
20
20
20
20
20
20
20
20
20
20
20
20
20
20
20
20
20
20
20
20

Diameter
Application

23
25
26
28
30
32
34
35
37
38
40
11
12
13
14
15
16
18
19
20
21
22
23
24
25
27
28
30
32
34
35
36
38
40

d 

6,4
6,4
6,4
6,4
6,4
6,4
6,4
6,4
6,4
6,4
6,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4
8,4

Box
Quantity

100
100
100
100
100
100
100
100
100
100
100
100
100
100
100
100
100
100
100
100
50
50
50
50
50
50
50
50
50
50
50
50
50
50

Rubber lined P-Clip W4

Packing 

100
100
100
100
100
100
100
100
100
100
100
100
100
100
100
100
100
100
100
100
50
50
50
50
50
50
50
50
50
50
50
50
50
50

Metric
screw 

M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8
M.8

* P-Clips can be supplied in bandwidths of up to 25mm and in diameters up to 100 mm.
* Other models of DIN 3016 P-Clips are also available on request. (Forms B, C, E and F and also without rubber lining.

      Materials

Band:
AISI 304 stainless steel (A2) 
with reinforced screw holes

Lining:
EPDM rubber
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Ø d i

a

s

b

W1 Spring Clip

Reference
W1  

02014025
02014033
02014041
02014050
02014068
02014076
02014084
02014092
02014105
02014113
02014121

Box
Quantity 

500
500
500
500
500
500
500
500
500
500
500

Packing

8000
8000
8000
4000
4000
4000
4000
4000
4000
4000
4000

Information

Spring clips are designed to 
distribute pressure uniformly 
around the application zone. 
Their use is recommended 
when the hose is subject to 
rapid changes in temperature 
which cause expansion and 
contraction of the materials 
used in the assembly. The 
spring clip maintains pressure 
during this process, thereby 
preventing leaks.

Spring Clip AML W1

s 

0,5
0,5
0,6
0,6
0,7
0,7
0,7
0,8
0,8
0,8
0,8

a 
± 0,05 

3
3
3

3,5
3,5
4
4
4

4,5
4,5
3,2

b 

7
7
8
8
8
8
8
8
8
8
8

Ø di 

   ±0,1

  ±0,1

 ±0,15

  ±0,15

  ±0,2

  ±0,2

  ±0,2

  ±0,2

  ±0,2

  ±0,2

 ±0,4

5,5 
6,4
7,4
8,4
9,3

10,3
11,1
12,9
13,5
15,6
18,4

Zinc-plated mild steel

      Materials

Band:
Spring steel

Finish:
Silver-white 
Cr3 Zinc-Plated

Nominal
diameter Ø

6
7
8
9

10
11
12
14
15
17
20
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r 1

r 2

Ø d

h

Ø s

W1 Wire Clip

Reference
W1 

02016012
02016020
02016039
02016047
02016055
02016063
02016071
02016080
02016098
02016100
02016119
02016127
02016135
02016143
02016151
02016160
02016178
02016186
02016194

Box
Quantity 

1000
1000
1000
1000
1000
1000
1000
1000
1000
500
500
500
500
500
500
500
500
500
500

Packing

8000
8000
8000
8000
8000
8000
8000
8000
4000
4000
4000
4000
4000
4000
4000
4000
2000
2000
2000

Information

Wire clips are a competitively-
priced clamping solution in 
certain applications. They are 
u s e d  i n  l o w - p re s s u re  
applications and particularly 
with small diameter sunken 
spiral hoses.

Spring Clip AAL W1

Ø Application
max.

7,8
8,3
8,8
9,3
9,9

10,4
11,0
11,6
12,3
13,1
13,6
14,4
15,1
15,9
16,8
17,7
18,7
19,6
20,6

min.

7,3
7,8
8,3
8,8
9,3
9,8

10,4
11,0
11,6
12,1
12,9
13,6
14,4
14,8
15,9
16,8
17,7
18,7
19,6

Øs 

1,0
1,0
1,0
1,0
1,0
1,2
1,2
1,2
1,5
1,5
1,5
1,5
1,8
1,8
1,8
1,8
2,0
2,0
2,0

h
max. 

5,5
5,5
5,5
5,5
5,5
6,3
6,3
6,3
7,3
7,3
7,3
7,3
8,4
8,4
8,4
8,4
9,9
9,9
9,9

r2 

8,2
8,3
8,6
9,0
9,0

10,5
11,4
11,9
12,4
13,7
14,0
14,5
16,0
16,4
16,6
16,5
17,7
18,0
18,5

r1 

10,7
10,7
10,9
11,0
11,8
13,5
14,8
14,8
16,4
17,2
17,0
18,0
19,6
21,0
22,0
21,3
22,7
23,3
24,0

Zinc-plated mild steel

nominal

7,6
8,1
8,6
9,1
9,6

10,1
10,7
11,3
11,9
12,8
13,3
14

14,8
15,5
16,4
17,3
18,2
19,2
20,2

      Materials

Band:
Spring steel

Finish:
Cr3 Zinc-Plated












































































































